
AMRL Bituminous Proficiency Sample Program
Final Report - September 2001

NOTE: The rows in blue show results after removing outlying data. Ratings are based on the results
shown in blue (Any outlying data have been removed).

HOT MIX ASPHALT  GYRATORY  PROFICIENCY SAMPLES SAMPLE NUMBER 11 SAMPLE NUMBER 12

TEST RESULT NO.
LABS AVG. STAND.

DEV.
COEFF.

VAR. AVG. STAND.
DEV.

COEFF.
VAR.

AASHTO T209/ASTM D2041:
Maximum Specific Gravity

279 2.5511 0.015 0.573 2.5509 0.015 0.571

271 2.5518 0.0070 0.273 2.5515 0.0076 0.299

AASHTO T166/ASTM D2726:
Bulk Specific Gravity

275 2.4624 0.033 1.32 2.4153 0.034 1.42

273 2.4635 0.030 1.22 2.4155 0.034 1.39

AASHTO TP4: Compaction Heights
Specimen Height N ini  (mm)

276 127.90 4.7 3.69 130.60 4.8 3.67

267 127.91 1.8 1.45 130.54 1.9 1.49

Specimen Height N des  (mm)
276 113.64 4.7 4.10 116.05 4.7 4.06

267 113.41 1.7 1.46 115.86 1.7 1.47

AASHTO TP4: Percent of Maximum Specific Gravity
Corrected Relative Density N  ini  (%) 273 85.59 3.2 3.78 84.05 3.3 3.94

266 85.58 1.4 1.59 84.00 1.6 1.87

Corrected Relative Density N  des  (%) 274 96.31 2.2 2.27 94.56 2.2 2.33

266 96.53 1.2 1.21 94.73 1.4 1.47














